NO. PART NAME PART# REQ'D | MATERIAL
NOTES: 1 | FLANGE 4" HS4FLGS 3 SALCO PE
- TEST PER QAP4C-1. 2 | PIPE CROSS BODY 4" X 6" HS46PCB1 1 SALCO PE
- SEE QAP5F-1 FOR MARKING PROCEDURES. 3 | TUBE 6 5/8"X5 1/2" C29840 1 SALCO PE
- SEE DSS 1 FOR MATERIAL SPECS 2 TELANGE 6 SEFLGS : SALCO PE
5 | TUBE 4"X5" B28849 1 SALCO PE
~ 3% 22.5° R 28 g
' ~ 14 -
A ] 2X R1/2 (2) TYP.
i
1
\4 @ -
e g ﬂ 3X 37.50
K \ 24X @.75
y |
8.19 \ﬁ 3X (89 5/8) \
* ~ (3,
3X BORE @4.765 HOLE
) THROUGH FLANGE
Y TEXT HEIGHT .17 MIN. A§ N | BEFORE FRICTION WELDING
SECTION A-A
4
éﬁ?&;"éﬂiﬁi& BORE @6.450 HOLE Q
\ ' THROUGH FLANGE
BEFORE FRICTION
\@ 8X @.88 WELDING
22.50
/ A [SMA| 7-27-11 INEW DRAWING ADDED TO SYSTEM
REV| BY | DATE [DESCRIPTION
uness orerwise SPECIFED [ o T ﬁ SALCO PRODUCTS, INC.
g \ )F(T{XA;TIONAL: ii/ (1)635 ceckeosr | mB | Hazarsolves Division
/®/ ¢950 X.XX: +.015] protoTvPEBY: | WD PIPE CROSS 4" X 6
ANGULAR: +1° —— ___
~ | Aumomesurcesto | owe | TP SEE BOM/NOTE
_toromemse_LITorste ~e | WAGO906 10F1 34
@ e e e IF 29833 |HS46PC2816

3




	HS46PC2816
	Drawing - HS46PC2816 - Sheet:1


